
CAGE Code Z1N72 

Cambridge Technologies • No 17, 85-91 Keilor Park Drive • Tullamarine, Victoria 3043 
Phone +61 3 8336 1000 

www.cambridge-technologies.com sales@cambridge-technologies.com 
Aerospace | Military | Transportation | Industrial | Specialty 

Constant Force Spring 

Stainless Steel Constant Force Spring Band Option 

Spring bands are re-usable and self tensioning to secure both overall and individual braid termi-

nation. The spring is easy to install and requires no tooling while providing a high level of tensile 

strength to the assembly. The constant force springs are suitable for corrosive environments and 

are not affected by vibration, shock or extreme temperatures. 

TABLE I  -  STAINLESS STEEL SPRING BAND 

ORDER CODE 
A MAX B +/- 0.2 TURNS +/- 0.25 

HE050 .295 (7.5) .374 (9.5) 

HE100 .315 (8.0) .374 (9.5) 4.5 

HE200 .504 (12.8) .374 (9.5) 3 

HE300 .705 (17.9) .374 (9.5) 4.25 

HE400 

SPRING BAND 

HE050 

HE100 

HE200 

HE300 

HE400 .858 (21.8) .374 (9.5) 3.5 

TABLE
ENTRY 
SIZE

G 
MIN

H 
MAX

SPRING 
REF

03 4,7 13,9 HE050
04 6,3 13,9 HE050
05 7,9 15,5 HE100
06 9,5 17,2 HE100
07 11,1 18,7 HE100
08 12,7 20,3 HE200
09 14,2 21,9 HE200
10 15,8 23,5 HE200
11 17,4 25,1 HE200
12 19,0 26,7 HE300
13 20,6 28,3 HE300
14 22,2 29,9 HE300

TABLE
ENTRY 
SIZE

G 
MIN

H 
MAX

SPRING 
REF

15 23,8 31,5 HE300
16 25,4 33,1 HE300
17 27,0 34,7 HE400
18 28,6 36,3 HE400
19 30,2 37,9 HE400
20 31,8 39,5 HE400
21 33,3 41,1 HE400
22 35,0 42,7 HE400
23 36,5 44,3 HE400
24 38,1 45,9 HE400
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