MIL-Spec Products  Backshell

AS85049/79 Series
EMI/RFI environmental backshell - Aluminum 90°

For connectors:
® MIL-DTL-38999 Series Il & IV

Ordering information

Basic Series M85049/79- 25 w 01

Dash number
09, 11,13, 15, 17, 19, 21, 23, 25

Material and plating
N: Aluminum, electroless nickel
W: Aluminum, olive drab cadmium over electroless nickel, 1000 hours salt spray

Clamp size
01, 02, 03, 04, 05, 06, 07, 08, 09, 10 - See table below

Backshell

Dimensions
P Cabl Cabl
q able entr able ent
B Clamp Y maxi mini Y maxi &
size . . .
inch mm inch mm inch mm

01 0.800 | 20.32 | 0.062 1.57 0.125 3.18

02 1.000 | 25.40 | 0.125 3.18 0.250 6.35

03 1.100 | 27.94 | 0.250 6.35 0.375 9.53

04 1.200 | 30.48 | 0.375 9.53 0.500 | 12.70

_ ¢ 05 1.250 | 31.75 | 0.500 | 12.70 | 0.625 | 15.88
[ 06 | 1.400 | 3556 | 0.625 | 15.88 | 0.750 | 19.05
II l_” | 07 | 1.500 | 3810 | 0.750 | 19.05 | 0.875 | 22.23
of (@ 08 1.650 | 41.91 | 0.875 | 22.23 | 1.000 | 25.40
el 09 | 1750 | 44.45 | 1.000 | 2540 | 1.125 | 28.58
e entny 10 1.900 | 48.26 | 1.125 | 28.58 | 1.250 | 31.75

Y
Dash Clamp size @ A maxi B =0.15673.96 C =018874.77 D maxi
number | minj maxi inch mm inch mm inch mm inch mm
09 01 02 0.750 19.05 0.532 13.51 3.267 82.98 1.19 30.2
11 01 03 0.850 | 21.59 | 0.627 15.93 3.387 86.03 1.34 34.0
13 02 04 1.000 | 25.40 | 0.642 | 16.31 | 3.407 | 86.54 1.44 36.6
15 02 05 1.150 | 29.20 | 0.719 18.26 3.477 88.32 1.50 38.1
17 02 06 1.250 31.75 0.774 19.66 3.567 90.60 1.63 41.4
19 03 07 1.400 | 3556 | 0.854 | 21.69 3.737 94.92 1.76 44.7
21 03 08 1.550 | 39.37 | 0.899 | 22.83 | 3.737 | 94.92 1.88 47.8
23 03 09 1.650 | 41.91 1.009 | 25.63 3.847 97.71 2.04 51.8
25 04 10 1.850 | 47.00 1.024 | 26.01 3.847 97.71 213 54.1

Note: All dimensions are in inches and millimeters (inch/mm). For complete dimensions, see the applicable Military Specification.
Cable entry is defined as the envelope area of the cable or wire bundle. It is not intended for inspection criteria.





