
Anwendung: 
Anschluss von geschirmten Kabeln. 
Für hohe Schirmwirkung. 
Wasserdichtheits-Anforderungen entsprechend der VG 95319-1011.

Vorteil: 
Keine Spezialwerkzeuge für den Schirmanschluss.
Auch geeignet für Kabel mit doppeltem Schirmgeflecht.

Maße im mm/Dimensions in mm

X in EMCA Teile-Nr.
X in Part No.

Basismaterial
Base Material

Oberflächenbehandlung
Plating finish

S97-905-056 Aluminium Legierung
Aluminum alloy

Stromlos vernickelt 
Electroless nickel, 48h salt spray resistance

S97-905-066 Aluminium Legierung
Aluminum alloy

Cd grün chromatiert 
Cadmium olive drab, 500h+ salt spray resistance

S97-905-0H6 Aluminium Legierung 
Black Anodized

Schwarz eloxiert
Black anodized, 500h+ salt spray resistance

S97-905-05S6 Aluminium Legierung
Aluminum alloy

Plating finish: Electroless Nickel inside 
Black coating outside, except thread and 
banding area 

Salt spray resistance: 
- 48 hrs. inside
- 500 hrs. in fully assembled condition

-

Applications:
Termination of screened and braided cables. 
For high level shielding effectiveness. 
Environmental sealing performance acc. to VG 95319-1011.

Please contact the factory for other available plating finishes and cable entry sizes.

Banding Backshell: 
S97-905-0X6

To suit connector series:

Amphenol RJFTV Plugs
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