
SUMIMARK® SM3-16           AMS-DTL-23053/1, Cl. 1 & 2 
                   

FLEXIBLE  CHLORINATED  POLYOLEFIN MARKER SLEEVES 
FOR USE WITH SUMIMARK III & IV MARKING SYSTEMS 

2 : 1 Shrink Ratio 
M I L I T A R Y   S P E C I F I C A T I O N  

 R o H S  C o m p l i a n t  

T Y P I C A L   F E A T U R E S  
 
1)  SUMIMARK SM3 - 16 tubing, when used in 

conjunction with the SUMIMARK III or IV Marking 
Systems, produces marked sleeves that  

     meet or exceed the print adherence requirements 
of SAE-AS5942 when marked with SM3 white 
ribbon. Sumimark SM3-16 tubing is not compatible 
with earlier Model 1 and Model 2 Sumimark 
systems. 

 
2)  SUMIMARK SM3 - 16 is a very flexible, flame 

retarded, abrasion resistant, heat-shrinkable 
elastomer tubing that meets all the requirements of 
Military Specification AMS-DTL-23053/1, Classes 1 
& 2. 

 

  
 3)  Shrink temperature is 130o C.  
 
4)  Operating temperature range is -75o C to  
     +120o C and up to 200o C for short durations. 
 
5)  SM3 - 16 is recommended for uses requiring 

markers with extreme low temperature flexibility, 
or for specialized applications where the cable 
marker material needs to closely match the 
characteristics of various elastomeric cable 
jackets. 

 
 
 

  

S T A N D A R D   S I Z E S  
 INSIDE DIAMETER INSIDE DIAMETER WALL THICKNESS 
 AS SUPPLIED  

(MIN) 
AFTER RECOVERY  

(MAX) 
AFTER RECOVERY 

(NOM) 
SIZE  INCH               (MM) INCH               (MM) INCH               (MM) 

    
1/8* .125 3.2 .062 1.6 .027 0.70 
3/16* .187 4.8 .093 2.4 .033 0.84 
1/4 .250 6.4 .143 3.6 .035 0.90 
3/8 .375 9.5 .211 5.4 .040 1.00 
1/2 .500 12.7 .286 7.3 .048 1.20 
3/4 .750 19.1 .428 10.9 .057 1.40 
1 1.000 25.4 .570 14.5 .070 1.80 

   Standard Colors:    Black. Not available in other colors. 
Standard Package:    Spooled (S) 
        How to Order:   (Type of material)     (Size)     (Color)     (Packaging) 
                Example:        SM3 - 16               1/4         Black             S 
 
* Non MIL-Spec sizes (cannot cert to MIL spec) 
 
 
 

    
 
 
 



 
SM3-16  Specification  Values 

 
 

PROPERTY (UNITS) 
 

 
TEST METHOD 

 
REQUIREMENT 

 
Physical: 
   Tensile strength (psi) 
   Elongation (%) 
   Specific gravity 
   Low temperature flex (-75o C) 
   Heat shock (200o C, 4 hrs) 
   Heat resistance (150o C, 168 hrs.) 
     Elongation (%) 
   Tensile stress (psi) 
     (@200% elongation) 
   Longitudinal change (%)   

 
 

ASTM D 638 
ASTM D 638 
ASTM D 792 

AMS-DTL-23053 
AMS-DTL-23053 

 
ASTM D 638 
ASTM D 412 

 
AMS-DTL-23053 

 
 

1500 min. 
250 min. 
1.3 max. 

no cracking 
no cracking 

 
200 min. 

2500 max. 
 

+1, -10 
 

 
Print Adherence: 
   Abrasion (eraser method) 
   Fluid resistance 
      Isopropyl Alcohol/Mineral Spirits Blend 
      Terpene Defluxer 
      H2O/PGME/Monoethanolamine 
 

 
 

SAE-AS5942 
MIL-STD-202G 
Method 215J 

 
 
 

 
 

20 rubs 
 

10 rubs (x3) 
10 rubs (x3) 
10 rubs (x3) 

 
Electrical: 
   Dielectric strength (volts/mil) 
   Volume resistivity (ohm-cm) 
 

 
 

ASTM D 876 
ASTM D 876 

 
 

300 min. 
1.0 X 1011 min. 

 
 
Chemical: 
   Corrosion (150o C, 16 hrs.) 
   Water absorption (%) 
   Fluid resistance (23o C, 24 hrs.) 
     Tensile strength  
   Flammability 
   Shrink temperature, nominal 
 

 
 

AMS-DTL-23053 
ASTM D570 

 
AMS-DTL-23053 
AMS-DTL-23053 

 
 

no corrosion 
1.0 max. 

 
1000 min. 

pass 
130o C 

 
 

Specification references: AMS-DTL-23053/1, Classes 1 & 2 
    SAE-AS5942 
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 SUMITOMO ELECTRIC 
     INTERCONNECT PRODUCTS INC 
    www.cambridge-technologies.com 

 

   No.17, 85-91 Keilor Park Drive, Aerolink Business Park, Tullamarine Victoria Australia 3043
Telephone: +61 3 8336 1000 Fax:  +61 3 8336 1166 Email:  sales@cambridge-technologies.com


